


AT600 Quick Program Guide 
1. Highlight the lock symbol and press [√].

2. Select Program and press [√].

3. To enter the password and press [√].    
(default password is 1111)

4. In the User Preference menu, press the right 
arrow key to the desired menu.

                     

Display
Display Format
Program
Program Review
Keypad Lockout

Enter the password

   9999

5. In the Sensor Setup Menu, select Pipe
a. Set pipe outer diameter, wall thickness,
pipe material, and lining.
b. Press [x] to get back to the Sensor Setup
menu when complete

6. In the Sensor Setup Menu, select Transducer
a. Select STD for standard transducer and
enter transducer number(optional, e.g. 401 );

b. Press [x] to get back to the Sensor Setup
menu when complete;

7. In the Sensor Setup Menu, select Traverses
     a. Select 2 traverses (both transducers on
the same side of pipe if fixture)
Note: Two traverses is standard initial
setup. If different configuration is required,

 please see AT600 manual.
    b. Press [x] to get back to the Sensor Setup
menu when complete

8. In the Sensor Setup Menu, select Fluid
a. Select water or other based on fluid;
b. If other, refer “Sound Speeds and Pipe Size
Data (914-004)” to enter fluid Soundspeed;
c. Press [x] to get back to the Sensor Setup
menu when complete;

9. In the Sensor Setup Menu, select Fluid
Temperature
a. Enter fluid temperature;
b. Press [x] to get back to the Sensor Setup
menu when complete;

10. In the Sensor Setup Menu, select Transducer 
Spacing
a. Transducer spacing if used for setting
distance between transducers;
(refer to first Page)
b. Press [x] to get back to the Sensor Setup
menu when complete;

11. Press [x] to return to Save Change menu 
and select Yes to save new parameters.

12. Please see AT600 manual for changing 
display values, setting default measurement 
units, setting outputs.
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