
HANDWHEEL (rising stem)

Consists of:
- Cast iron handwheel
- Stem
- Stem nut

It is also equipped with a stem protector.

Available from DN 50 to DN 600
- Greater sizes on request

Options (on request):
- Open-closed lockout
- PVC bellow
- Extensions and floor stands

Note: use of the bevel gear is recommended for valve
sizes greater than DN 200. Direct handwheel actuation
is insufficient in these sizes for the maximum catalogue
pressure.
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DN A1* A2* B C D E F ØG H J

50 54 60 140 100 105 145 47 225 440 63

80 57 63 175 100 124 175 47 225 545 90

100 57 63 170 100 140 200 67 310 620 100

125 63,5 69 195 100 150 240 67 310 700 123

150 63,5 69 230 100 175 265 67 310 755 130

200 76 83 280 165 205 325 66 410 935 160

250 76 83 335 185 245 415 66 550 1090 200

300 82,5 90 390 266 280 475 66 550 1260 232

350 82,5 90 440 270 325 555 66 550 1410 258

400 95 102 505 270 350 605 74 800 1677 292

450 95,5 103 560 270 420 680 74 800 1905 318

500 121 129 620 270 462 745 74 800 2020 345

600 121 129 730 270 510 845 74 800 2320 400

A1*: installed face to face
A2*: minimum required dimension for installation
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FLANGE AND BOLTING DETAILS
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BLIND TAPPED HOLES

THROUGH HOLES

BLIND TAPPED HOLES

THROUGH HOLES

DN K nº M T

50 125 4 M-16 10 4 - --
80 160 8 M-16 12 4 - 4
100 180 8 M-16 12 4 - 4
125 210 8 M-16 14 4 - 4
150 240 8 M-20 14 4 - 4
200 295 8 M-20 16 4 - 4
250 350 12 M-20 16 8 - 4
300 400 12 M-20 20 8 - 4
350 460 16 M-20 20 12 - 4
400 515 16 M-24 20 12 - 4
450 565 20 M-24 20 16 - 4
500 620 20 M-24 25 16 - 4
600 725 20 M-27 24 16 - 4

DN K nº M T

2” 4 3/4“ 4 5/8” UNC 3/8” 4 - --
3” 6” 4 5/8” UNC 1/2” 4 - --
4” 7 1/2” 8 5/8” UNC 1/2” 4 - 4
5” 8 1/2” 8 3/4” UNC 9/16” 4 - 4
6” 9 1/2” 8 3/4” UNC 9/16” 4 - 4
8” 11 3/4” 8 3/4” UNC 5/8” 4 - 4
10” 14 1/4” 12 7/8” UNC 5/8” 8 - 4
12” 17” 12 7/8” UNC 3/4” 8 - 4
14” 18 3/4” 12 1” UNC 3/4” 8 - 4
16” 21 1/4” 16 1” UNC 3/4” 12 - 4
18” 22 3/4” 16 1 1/8” UNC 3/4” 12 - 4
20” 25” 20 1 1/8” UNC 15/16” 16 - 4
24” 29 1/2” 20 1 1/4” UNC 15/16” 16 - 4

EN 1092-2 PN10

ANSI B16.5, class150
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