
PNEUMATIC ACTUATOR
The standard pneumatic actuator (double acting on-off cylinder)
consists of:

- Aluminium jacket and covers
- Stainless Steel (AISI 304) piston rod
- Nitrile coated steel piston
- PVC bellows

Available from DN 50 to DN 600

Supply Pressure: 6 kg/cm2

Reinforced design of support plates is standard starting from DN 200.

Options (on request):
- Hard anodized jacket and covers (stainless steel optional)
- Open-closed lockout
- Manual override actuator
- Fail-safe systems

Instrumentation (on request):
- Positioners - Flow regulators
- Solenoid valves - Air preparation unit

Note: in order to guarantee the correct functioning of the pneumatic
cylinder for the catalogue pressures, a supply pressure of 6 bar is
required. For lower pressures, we recommend consultation with our
technical department.
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DN ØCYL. TM (BSP) A1* A2* B C D E F G H J

50 C100/91 1/4” 54 60 140 100 105 145 220 100 470 63

80 C125/121 1/4” 57 63 175 100 124 175 260 140 559 90

100 C125/140 1/4” 57 63 170 100 140 198 280 140 618 100

125 C160/168 1/4” 63,5 69 195 100 150 240 320 175 710 123

150 C160/194 1/4” 63,5 69 230 100 175 265 345 175 785 130

200 C200/252 3/8” 76 83 280 165 205 322 420 220 947 160

250 C250/317 3/8” 76 83 335 185 245 415 505 277 1165 200

300 C300/376 1/2” 82,5 90 390 266 280 472 580 382 1332 232

350 C350/440 3/4” 82,5 90 440 270 325 555 710 444 1590 258

400 C350/490 3/4” 95 102 505 270 350 605 760 444 1715 292

450 C400/542 3/4” 95,5 103 560 270 420 677 830 515 1927 318

500 C400/606 3/4” 121 129 620 270 462 742 890 515 2094 345

600 C400/712 3/4” 121 129 730 270 510 843 1010 515 2363 400

A1*: installed face to face
A2*: minimum required dimension for installation
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FLANGE AND BOLTING DETAILS
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BLIND TAPPED HOLES

THROUGH HOLES

BLIND TAPPED HOLES

THROUGH HOLES

DN K nº M T

50 125 4 M-16 10 4 - --
80 160 8 M-16 12 4 - 4
100 180 8 M-16 12 4 - 4
125 210 8 M-16 14 4 - 4
150 240 8 M-20 14 4 - 4
200 295 8 M-20 16 4 - 4
250 350 12 M-20 16 8 - 4
300 400 12 M-20 20 8 - 4
350 460 16 M-20 20 12 - 4
400 515 16 M-24 20 12 - 4
450 565 20 M-24 20 16 - 4
500 620 20 M-24 25 16 - 4
600 725 20 M-27 24 16 - 4

DN K nº M T

2” 4 3/4“ 4 5/8” UNC 3/8” 4 - --
3” 6” 4 5/8” UNC 1/2” 4 - --
4” 7 1/2” 8 5/8” UNC 1/2” 4 - 4
5” 8 1/2” 8 3/4” UNC 9/16” 4 - 4
6” 9 1/2” 8 3/4” UNC 9/16” 4 - 4
8” 11 3/4” 8 3/4” UNC 5/8” 4 - 4
10” 14 1/4” 12 7/8” UNC 5/8” 8 - 4
12” 17” 12 7/8” UNC 3/4” 8 - 4
14” 18 3/4” 12 1” UNC 3/4” 8 - 4
16” 21 1/4” 16 1” UNC 3/4” 12 - 4
18” 22 3/4” 16 1 1/8” UNC 3/4” 12 - 4
20” 25” 20 1 1/8” UNC 15/16” 16 - 4
24” 29 1/2” 20 1 1/4” UNC 15/16” 16 - 4

EN 1092-2 PN10

ANSI B16.5, class150

OBX 09/11  9th EDITION    revision 4
VG-11


